BRONZE (STAINLESS STEEL) 001 CASTERONE
SAFETY VALVE WITH LEVER TC-1003L A351Gr CF&M

FLUID SYMBOL:

* 1.Noncorrosive Cas: NG
= 2.Corrosive Cas: CG

= 3.Steam: S
« 4 Superthert Stema: SS
* 5 Hot Water: HW

» 6.Noncorrosive Liquid: NL
= 7.Corrosive Liquid:  GL

CAPAC ITY:

Main Material ~ Stainless Steel
T Others (Casting)

, . NG,CG,SS,
2 Worling Fluid HW NL.CL

3 Worling Temp  -196°C ~225°C

MATERIAL LIST: DIMENSIONS:
BODY CASTING BRONZE  CF8M [ Pixoxez | -

2 SEAT FORGING BRASS CF8M 12" 13 12" PTH2" PTH/2" 162
3 SPRING STEEL 316 34" 19 34" PTI4" PTIA" 1.9 36 .53_ 172
4 DISC FORGING BRASS  CF8M " 25 1" PT1" PT1" 25 49 71 204
5 CAP CASTINGBRASS  CF8M 14" 32 114" PT1-1/4" PTI-14" 32 52 83 223
6 SPINDLE BRASS 316 12" 38 112" PTI-1/2" PT1-1/2" 38 53 96 252
7 HANDLE STEEL 316 A || ) 20 PT 2" PT2" 50 60 103 287
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