Fig. FV-801 (Class 125) Cast Iron, EPOKY powder coated bﬂ‘dy
FIQ. FV-802 (Class 10K) Galvanlzed steel Stra?ner
Fig. FV-803 (PN10) or SUS304 strainer
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PRESSURE - TEMPERATURE RATINGS MATERIALS
WORKING PRESSURE 10 Bars NO. NAMEof PARTS  SPECIFICATION
TEST PRESSURE 16 Bars 1 Body Cast Iron
2 Disc Cast Irgn
SERVICE ' 80°C
GE'E-MMTUBE 3 Guide Cast Iron
4 Sesl MBR
TECHNICAL FEATURE
URES 5 Spring Stainiess Stesl
i fri
1 Gperéfles lrl.an;..r position from HDFIIZQI'IIEII t.u \re.r‘tll:.al ascending & Sienar S uivarized Steal
or obligue pipelines to allow flow in one direction:
2. Minimum head loss. Silent, reliable sealing and various type ! SN STdRE
available NBR / EPDM / VITON IPTFE, 8 Screw Steel
4 Simple and robust-design suitable for general applications
Does not genarate hammenng.
TEST PRESSURE 16 Bars 1 Bady Cast Iron
2 Disc Cast Iran
SERVICE ' 80°c
GE'TE-MEEMTUEE 3 Guide Cast Iron
e = - = 4 Sesl NBR
TECHNICAL ATUR
HRES 5 Spring Stainiess Steel
1 i fr i |
UpEl‘E}IEIS in -an;.-r positien from HDr-lanla t-:- ve_r't cal ascending 6 Sifsingt Galvarized Steel
or obligue pipelines 1o allow flow in one direction;
2. Minimum head loss. Silent, reliable sealing and vanous type ! et bk
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available NBR / EPDM / VITON /PTFE,

3. Simple and robust-design suitable for general applications
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